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1. GENERAL INFORMATION

This document describes the ALSE Aurora 64B/66B Altera Agilex 5 demonstrator.
This design is built for the Altera Agilex 5 FPGA and SoC E-Series Premium Development kit on one side and the AMD-
Xilinx Virtex Ultrascale+ VU5P FPGA for the partner (ReflexCES board).

The Reference Design is configured for 4 lanes in Duplex Framing mode, using one QSFP+ connector on the board:
QSFP1 J12. The lanes are configured to operate at 12.5 Gbits/s.

This Aurora 64B/66B Reference Design generates PDU, UKB, UFC and NFC frames.
On the RX side, there are checkers for each of these interfaces.

With this design, we demonstrate the full compliance of our implementation with the Aurora 64b/66b protocol,
allowing interoperability with Xilinx FPGAs through the Xilinx Logicore Aurora 64b/66b IP, as well as with Intel,
Microchip, Efinix or Lattice boards using our own Aurora 64B/66B IP on all these FPGAs !

Here is the exact configuration of the IP in the Reference Design.
Static parameters can be quickly modified to be adapted to your need !

-> Please let ALSE know if you would like to test our design in a different configuration on this board (different speed,
streaming mode...).

1.1. IP configuration

In the current version, our Aurora 64B/66B IP is configured as follows :

v Full-Duplex.

v 4 x transceiver lanes operating at 12.5 Gbits/s, through one QSFP+ connector.
4x64 bits (4x8 Bytes width) user Datapaths.

Framing interface.

User Flow Control (UFC) support.

User-K blocks support.

Native Flow Control (NFC) support.

Clock Compensation sequence generation enabled.

AN N NN

156.25 MHz reference clock for the transceivers.

Note that our IP does support all possible configurations (with/without CRC, Streaming/Framing, Simplex RX, Simplex
TX, little-endian...).
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2. ARCHITECTURE

This chapter describes the architecture of the Reference Design provided with the Aurora 64b/66b IP Core. A 50Gbps
communication between an Altera FPGA and a Xilinx FPGA using A.L.S.E Aurora 64b66b IP on Altera Agilex 5.

Altera Xilinx
Agilex 5 kit Virtex Ultrascale+
VU5SP
PDU GEN > <1 PDU GEN
UFC GEN [~ <1 UFC GEN
> o o o o
UKB GEN © o o 1 8| UKB GEN
.3 =S P
=
NFC GEN > H© ¥ Z & |<{ NFC GEN
a8 a0
<9 x 2
PDU CHK |« S S | PDU CHK
< <
UFC CHK = > UFC CHK
UKB CHK |« —» UKB CHK
REFCLK REFCLK
@156.25MHz @156.25MHz
Figure 1: Reference Design architecture
Generator / checker :

The Generator & Checker modules use known pattern sequences for PDU, UFC and UKB control signals.
The size does change for each frame sent to provide a very good coverage. Some pseudo-random IDLEs are inserted
inside frames and/or in-between frames.

The data bytes are incremented (counter) as they are valid (using the byte enables), so the checker can easily check for
duplicated or lost data.

Checking results, Frame Generation operation, and Control signals are monitored or exercised through JTAG using the
ISSP embedded debugger features (see section 3.3).
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3.1. Setup content

Contents of the DEMO delivery :
& aurorab4_Agi5_x4 12 5G.sof:
A bitstream for the Agilex 5 board featuring an ALSE Aurora 64b66b IP.
& monitor.spf :
The monitoring file using Quartus ISSP tool.
& This User Guide.

The demo can also be used in loopback (using at least a 50G QSFP+ passive loopback module) or between two
Agilex 5 boards using at least a 50G QSFP+ DAC cable.

3.2. Step-by-step startup

Follow these steps to set up the demonstrator hardware in loopback mode :

Start by connecting the USB port to a PC.

Insert the QSFP+ loopback module in the QSFP J12 cage of the Agilex5 Dev Kit.
Power-up the board.

Program the Agilex5 Kit with the bitstream (.sof).

vk W

Open the monitor file using the Quartus In-System Sources and Probes tool.
The link should be established as soon as the FPGA is programmed. You can unplug and replug the loopback
module; the link should come up immediately upon insertion.

At startup, no data is sent through the Aurora interfaces. You must enable data transmission using the ISSP tool
(see the next section).
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3.3.

JTAG monitoring

A debugger module embedded in the bitstream allows you to monitor the link, generators, and checker counters,
as well as pilot the design. These are divided into five instances:

3.3.1.

Instance 0: CTRL

Used to monitor the link status and reset counter values.

3.3.2.

lane_bonding_ok: High when the four lanes are synchronized (Step 3).
lane_err(0): Should stay low; indicates when an error is detected on Lane 0.
lane_block_lock(0): High when Lane 0 is locked (Step 2).

link_rx_rdy: Indicates the receiver is ready to receive data (Step 4a).
link_tx_rdy: Indicates the link is ready to send data (Step 4b).

GXB_ready: Indicates the transceiver is ready (Step 1).

Link_up: Indicates the link is up and running (Step 5).

xvcr_loopback: Unused in this reference design (ignore).

com_reset_cnt: Control signal used to reset all counters (no impact on the Aurora IP).

Instance 1: PDU

Used to monitor and control the DATA generator and checker.

3.3.3.

pdu_chk_error_cnt: Number of errors detected on the checker side.

pdu_chk_frame_cnt: Number of frames received
(increments on each TLAST,; will not increment for an endless frame).

tx_clkout: User clock frequency. Should be close to DATARATE/64.
If the link is down and this value is incorrect, check the REFCLK frequency.

pdu_gen_fix_*: Frame format for the generator.
pdu_gen_endless_mode: Forces an endless frame (no TLAST), similar to streaming mode.
pdu_gen_underflow_mode: Injects IDLE blocks (data is not valid every cycle).

pdu_gen_enable: Enable the data generator.

Instance 2: UFC

Used to monitor and control the User Flow Control (UFC) generator and checker.

ufc_chk_error_cnt: Number of errors detected on the UFC checker side.
ufc_chk_frame_cnt: Number of UFC frames received.
ufc_gen_underflow_mode: Injects IDLE blocks.

ufc_gen_enable: Enable the UFC generator.
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3.3.4. Instance 3: UKB

Used to monitor and control Side-band traffic (UKB) generator and checker.
* ukb_chk_error_cnt: Number of errors detected on the UKB checker side.
* ukb_chk_frame_cnt: Number of UKB frames received.

* ukb_gen_enable: Enable the UKB generator.

3.3.5. Instance 4: NFC

Used to control the Native Flow Control (NFC) generator and checker.
NFC is used to request the sender to pause for a specified duration.

* nfc_gen_enable: Enable the NFC generator.

In-System Sources and Probes Editor - /home/lvarizat/_ SSTR/aurora_6abé6bfFit/altera/Agis_devkit_25.3.1/auroras4_Agis - aurora64_Agis_top - [monitor.spf (Read-Only)]

File Edit View Processing Tools Window Help

#* 0 CTRL
Index  Type __Alias Name Data [l il $ 2 £ 2 2
Ps ¥ lane_bonding_ok 1
P5 ¥ lane_err(0) 0
P4 ¥ lane_block_lock{0) 1
P3 ¥ link_rx_rdy 1
P2 ¥ link_tx_rdy 1
Pl ¥ GXB_ready 1
PO ¥ Link_up 1
51 =t xcvr_loopback 0
S0 - com_reset_cnt 0
#® 1 PDU
Index Type _Alias Name pata 8 il $ - 4 3 ?
[127.9¢ ¥y ®- pdu_chk_error_cnt 0
N95..66 Hex pdu_chk_frame_cnt 0 0
n63.32 Her pdu_gen_frame_cnt 0 0
P(31.0] ¥ x_clkout 195312000 195312000
195..15 ~iP5a pdu_gen_fix_cut_gap 5000 0
153..13 =224 - pdu_gen_fix_cut_size 520
131..10 35 - pdu_gen fix size ifgap 5000
}[99..68 ~2i . - pdu_gen_fix_size_incr 10
1167..36 ~24e - pdu_gen_fix_size_min 10
535..4] =4 pdu_gen_fix_size_max 1000
53 =t pdu_gen _fix_size_on 1
52 —te- pdu_gen_endless_mode 0
51  —em pdu_gen_underflow_mode 0
S0 —eem pdu_gen_enable 1
#* 2 uFc
Index  Type __Alias Name Data [l il - 2 4 2 2
95..64 Heor ufc_chk_error_cnt 0 0
63.32 o ufc_chk_frame_cnt 0 0
P[31.0] B ufc_gen_frame_cnt 0 0
S1  —eem ufc_gen_underflow_mode o
S0~ ufe_gen_enable 1
® 3 uke
Index Type  Alias Name Data [l 7 - i £ 2 2
)95..64 e ukb_chk_error_cnt 0 0
[63.32 Y ukb_chk_frame_cnt ) 0
PI31.0] ¥ ukb_gen_frame_cnt ) o
S0~ ukb_gen enable 1
[®]4 nFc
Index Type  Alias Name Data [l = - -+ 4 i a
S0 .- nfc_enable 1

FIGURE 2 : SCREENSHOT OF THE ISSP TOOL AT STARTUP
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In-System Sources and Probes Editor - fhome/lvarizat/__SSTR/aurora_64b6ebfit/altera/Agis_devkit_25.3.1/aurora64_Agis - aurora64_Agis_top - [monitor.spf (Read-Only)]

-
File Edit View Processing Tools Window Help ©
* 0 CTRL
Index Type  Alias Name Data 7 1 3 4 -2 7 -1 0
Pe ¥ lane_bonding_ok 1
P5s ¥y lane_err(0) 0
P& ¥ lane_block_lock(0) 1
P2 ¥ link_rx_rdy 1
P2 ¥ link_tx_rdy 1
P1 ¥ GXB_ready 1
Po ¥z Link_up 1
s1 - xcvr_loopback 0
SO = com_reset_cnt [}

1 PDU |
Index Type  Alias Name Data & 7 £ Ed 4 2 £ -+ 0

pdu_chk_error_cnt [} 0

pdu_chk_frame _cnt: 291448806 154182566 173795245 103407479 212096300 232622491 252210562 271842321 201248806
pdu_gen_frame_cnt 201448813 154182572 173795254 212996316 232622491 271842324 201448813
tx_clkout 195312000 195312000

pdu_gen fix_cut_gap 5000 5000

pdu_gen fix_cut_size 520 520

pdu_gen fix_size_ifgap 5000 5000

pdu_gen fix size_incr 10 10

pdu_gen_fix_size_min 10 0

5[35..4] =5 pdu_gen_fix_size_max 1000 1000
53 -+e pdu_gen_fix_size_on 0
52 = pdu_gen_endless_mode 0
S1 -+ pdu_gen_underflow_mode 0
S0 —oFem pdu_gen_enable 1
# 2 UFC |
Index Type  Alias Name Data -7 'l -2 -4 E 'a -t 0

¥o5.64 Fer ufc_chk_error_cnt 0 0

6.3z i ufc_chk_frame_cnt 3421375084 3410484657 3412039745 2413597238 X 3415150645 X 3416707541 X 3418262760 X 3419818654 X 3421375084

PI31..0] ¥ ufc_gen_frame_cnt 3421375085 341048465 3412039745 X 3413597239 X 3415150646 ¥ 3416707542 ¥ 3418262761 X X 3421375085
S1 = ufc_gen_underflow_mode [}

S0 - ufc_gen_enable 1

2 3 uks |
Index Type  Alias Name Data 8 7 $ 3 4 3 £ Bl 0

)95..64 Heyx ukb_chk_error_cnt 0 0

63.32 Hex ukb_chk_frame_cnt 765632683 763194737 763543350 764239555 764588011 ) 764936337 765284575 765632683

P31.0] o ukb_gen frame_cnt 765632683 763194737 763543350 763892031 764239555 764588011 764936337 ) 765284575 ) 765632683
S0 - ukb_gen_enable 1
# 4 NFC |
Index Type  Alias Name Data 7 F 3 4 -2 'a -1 0
S0 - nfc_enable 1

FIGURE 3 : SCREENSHOT OF THE ISSP TOOL WHEN RUNNING
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3. PICTURES

The picture below shows the Agilex 5 board in a x4 configuration connected to an AMD-Xilinx Virtex UltraScale+
VUSP board (from ReflexCES).

AMD/Xilinx Virtex
“Ultrascale+ FPGA

A

FIGURE 4 : X4 LANES AURORA 64B/66B HARDWARE TEST BENCH
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FIGURE 5 : X4 LANES AURORA 64B/66B IN LOOPBACK
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4, TECHNICAL SUPPORT

For any question about this IP, please contact ALSE Technical Support by E-mail at support@alse-fr.com or at a
specific E-mail address that you may have received.

If a telephone contact is desired, our R&D office can be reached at +33 1 84 16 32 32, during office hours, CET.

Advanced Logic Synthesis for Electronics
ALS.E. The FPGAExperts www.FPGA.fr
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